INNOVATIONS

Precision Self-Centering Vise........

Powerful manual clamping with machinable jaws

The Stevens Precision Self-Centering Vise
provides accurate centering action at any
clamping force up to 5000 Ibs. The vise is
designed for long-term durability with several
mounting options. Jaw-lock features for
machining jaws makes setups fast and
repeatable.
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Standard & Custom Jaws:

Stevens Engineering offers design and build services for custom jaws and
machining of jaw cavities to accommodate your workpiece for turnkey
fixturing. U.S. manufacturing of all the components allows us to provide a
complete solution. Workpiece models and drawings may be emailed to:
sales@stevenseng.com.

P/N 10594

During clamping, the vise body (alloy steel 30Rc) is designed to flex
in a controlled movement (like a collet) to accomodate the .125"
combined jaw travel. The 6061 aluminum jaws locate solidly into
dovetail nests. The alloy steel lead screw is pre-loaded with dual
roller thrust bearings. hardened RH and LH threads engage self-
aligning brass segments. The vise internals are well sealed from
metal chips, but may be disassembled if cleaning or calibration is re-
quired after long exposure to harsh environments.
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How to machine 4-a
workpiece cavity 5-ax

1) Rotate (4) jaw-lock
pins with flat-head
screwdriver to "machine
jaws" orientation

sand

s Applications
Stevens self-centering vises
are ideal for many 5-axis appli-
cations. Mantaining workpiece

centerline improves machining
accuracy and simplifies

2) Tighten vise with programming.
1/2" hex key wrench
Standard and custom risers
3) Machine cav!ty to WOREP.L%EP’ are available to elevate vises
match workpiece S E for better tool access.
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4) Rotate (4) jaw-lock PATENY B,

pins to "clamp
workpiece" orientation
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Self-Centering Vise
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